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PROJECT ADDRESS:

PARCEL NUMBER:

ZONING DISTRICT:

CITY OF GLENDALE ADOPTED CODES (WITH AMENDMENTS):
2018 IBC, 2018 IRC, 2018 IECC, 2018 IPC, 2018 IFGC, 
2017 NEC, AND 2018 IFC

PROPERTY COVERAGE CALCULATIONS (Sq. Ft.)

EXISTING HOUSE (1ST FLOOR):

EXISTING GARAGE:

EXISTING SHED:

EXISTING FRONT PORCH:

TOTAL AREA:

LOT SIZE:

TOTAL LOT COVERAGE:

MARLEY RESIDENCE - PATIO ADDITION

5555 W. GLENDALE AVE.

123-45-678

R1-6

GLENDALE, AZ 85301

1650

350

120

60

240
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50' x 120' = 6000

2420/6000 = 0.40 OR 40%
* PROPERTY INFORMATION AVAILABLE ON THE MARICOPA COUNTY ASSESSOR'S OFFICE WEB PAGE
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PATIO ENCLOSURE



SHEET:

A1

CITY OF GLENDALE ADOPTED CODES (WITH AMENDMENTS):
2018 IBC, 2018 IRC, 2018 IECC, 2018 IPC, 2018 IFGC, 
2017 NEC, AND 2018 IFC

PROJECT NAME:

PROJECT ADDRESS:

PARCEL NUMBER:

ZONING DISTRICT:

PROPERTY COVERAGE CALCULATIONS (Sq. Ft.)

EXISTING HOUSE (1ST FLOOR):

EXISTING GARAGE:

EXISTING SHED:

EXISTING FRONT PORCH:

EXISTING PATIO (ENCLOSED):

TOTAL AREA:

LOT SIZE:

TOTAL LOT COVERAGE:
* PROPERTY INFORMATION AVAILABLE ON THE MARICOPA COUNTY ASSESSOR'S OFFICE WEB PAGE



5/8" TYPE "X" GYPSUM BOARD REQUIRED AT WALLS AND

EXISTING ROOF SHEATHING TO REMAIN.

1. PLEASE FILL ALL SPACES DESIGNATED WITH                TO DESCRIBE PROPOSED STRUCTURE.
2. ELECTRICAL BOXES MUST BE FLUSH WITH THE WALL OR CEILING SURFACE INTO WHICH THEY ARE MOUNTED. ELECTRICAL BOX 

NOTES:

   EXTENSION MAY BE REQUIRED.

EXISTING CONCRETE SLAB-ON-GRADE
TO REMAIN.

SEE DETAIL 1 ON SHEET A4

SEE DETAIL 2 ON SHEET A4

EXISTING WALL LINE.

EXISTING ROOF FRAMING TO REMAIN.

EXISTING BEAM TO REMAIN.

CEILINGS COMMON WITH HOUSE AND AT WALLS, BEAMS,
AND POSTS, PROVIDING SUPPORT FOR THE ROOF STRUCTURE.
TWO LAYERS OF 1/2" TYPE "X" GYPSUM BOARD OR MASONRY
CONSTRUCTION ARE ACCEPTABLE ALTERNATIVES TO THE ABOVE.

NEW WALL INFILL CONSTRUCTION:
WOOD STUDS AT O.C.

EXTERIOR FINISH TO MATCH
EXISTING HOUSE COLOR AND
MATERIALS.

NEW 4" CONCRETE SLAB-ON-GRADE
IF LIVABLE ENCLOSURE IS PROPOSED.
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Building: Architectural



2. PROVIDE SWITCH CONTROLLED LIGHT AT EACH EXTERIOR DOOR TO GRADE PER E3903.3 (NEC 210.70CA).
3. PROVIDE CODE APPROVED OUTLET BOXES FOR CEILING FANS PER NEC 422.18.

NOTES:

EXISTING PATIO POST TO REMAIN. EXISTING PATIO BEAM TO REMAIN.

EXISTING ROOFING/SHEATHING TO REMAIN.
NEW/EXISTING OPENING. NEW/EXISTING OPENING.

EXISTING PATIO RAFTERS TO REMAIN

S

4. PROVIDE/IDENTIFY ALL NEW DOOR/WINDOW LOCATIONS AND SPECIFY HEADER SIZE.
5. PROVIDE/IDENTIFY ALL NEW ELECTRICAL OUTLET LOCATIONS.

A2

1. PLEASE FILL ALL SPACES DESIGNATED WITH                TO DESCRIBE PROPOSED STRUCTURE.
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NEW OPENING. NEW OPENING. NEW OPENING.
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NEW WALL INFILL AT EXISTING TURNDOWN FOOTING1 NEW WALL INFILL AT EXISTING PATIO FRAMING2

3-
1/

2"
 M
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.

WOOD STUD WALL PER SHEET A2.

2x CONTINUOUS PRESSURE TREATED 
WOOD PLATE WITH 1/2" DIA. EXPANSION
OR EPOXY BOLT AT 48" O.C. (2-3/4" MIN.

FINISHED GRADE OR CONCRETE
SLAB WHERE OCCURS.

SHEATHING MATERIAL AS
OCCURS.

BOUNDARY NAILING,
8d NAILS AT 6" O.C.

EXISTING CONCRETE 

EXISTING CONCRETE SLAB
OR FOOTING TO REMAIN.

EXTERIOR FINISH TO MATCH EXISTING
HOUSE COLOR AND MATERIALS.

EMBEDMENT IN EXISTING CONCRETE).

SLAB-ON-GRADE TO REMAIN.

EXISTING ROOF SHEATHING

NEW DOUBLE 2x CONT.

EXISTING WOOD
RAFTER TO REMAIN.

(3) 16d PER BLOCK.

AT EACH RAFTER.

NEW WOOD STUD
WALL PER SHEET A2.

WOOD TOP PLATE WITH

SIMPSON H2.5A

EXISTING WOOD 
BEAM TO REMAIN.

EXISTING WOOD
FASCIA TO REMAIN.

TO REMAIN.

(2) 16d NAILS AT 12" O.C.
INTO EXISTING BEAM.

PROVIDE NEW 2x BLOCKING WITH 
ROOF RAFTERS. IF NOT INSTALLED,
EXISTING BLOCKING BETWEEN

SIMPSON H2.5A AT EACH RAFTER.
IF NOT INSTALLED, PROVIDE NEW 
EXISTING METAL CONNECTOR.

BOUNDARY NAILING,
8d NAILS AT 6" O.C.

AT NEW WALL LOCATIONS. 
MASONRY OR CONCRETE CURB 
PROVIDE 4" OR 6" SOLID GROUTED 

1. REFERENCED METAL CONNECTORS MAY BE REPLACED WITH ANY EQUIVALENT ALTERNATIVE.
NOTE:
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