


CITY OF GLENDALE ADOPTED CODES (WITH AMENDMENTS): 2018 IBC, 2018 IRC, 2018 IECC, 2018 IMC, 2018 IPC, 2018 IFGC

GAS LINE DIAGRAM - SITE PLAN

EXISTING HOUSE

GARAGE
EXISTING

EXISTING PATIO

EX
IS

TI
N

G
 

G
AS

 M
ET

ER

N
EW

 G
AS

 L
IN

E

EXISTING EXISTING
TOTAL

BTU/CFH
LENGTH TO

MOST REMOTE

BTU/CFH PIPE LENGTH

BTU/CFHPIPE LENGTH

BTU/CFHPIPE LENGTH

1. PLEASE FILL ALL SPACES DESIGNATED WITH                TO DESCRIBE PROPOSED SCOPE OF WORK. 
2. POLYETHYLENE (PE): OUTDOORS, UNDERGROUND ONLY. REQUIRES A YELLOW INSULATED COPPER TRACER WIRE NOT LESS THAN

NOTES:

   18 AWG AND THE INSULATION SHALL BE SUITABLE FOR DIRECT BURIAL. THE TRACER WIRE SHALL TERMINATE ABOVE GROUND AT 
   EACH END OF THE NON-METALLIC PIPING.
   CONNECTIONS SHALL BE MADE OUTDOORS AND UNDERGROUND BETWEEN METALLIC AND PLASTIC PIPING AND SHALL BE MADE
   ONLY WITH TRANSITION FITTINGS CONFORMING WITH ASTM D2513 (CATEGORY I) OR ASTM F1973.
3. METALLIC SCHEDULE 40 PIPE: SHALL BE INSTALLED A MINIMUM 3.5" ABOVE GROUND AND ROOFS. IF INSTALLED BELOW GROUND
   SHALL BE PROTECTIVELY COATED BY A LISTED COATING APPLICATOR (GALVANIZED PIPE IS NOT AN ACCEPTABLE COATING FOR
   BELOW GROUND).
   JOINTS IN PROTECTIVELY COATED PIPE SHALL BE TAPED AND PRIMER SHALL BE APPLIED PER THE TAPE MANUFACTURER'S 
   INSTALLATION INSTRUCTIONS AND AS PROVIDED IN INSTALLATION STANDARD IAMPO IS 13-2006.
4. ALL PIPING SHALL BE BURRIED A MINIMUM OF 12" BELOW GRADE EXCEPT INDIVIDUAL LINES TO OUTSIDE LIGHTS, GRILLS, OR
   OTHER APPLIANCES SHALL BE 8" MINIMUM BELOW GRADE, PROVIDED INSTALLATION IS APPROVED AND IS INSTALLED IN
   LOCATIONS NOT SUSCEPTIBLE TO PHYSICAL DAMAGE.
5. IF THE GAS PIPING IS TO BE INSTALLED BELOW A BUILDING, AN APPROVED SLEEVE WILL BE REQUIRED - PLEASE ASK FOR
   CITY OF GLENDALE DETAIL.
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GENERAL NOTE:
SEE EQUIPMENT DATA PLATE
FOR BTU/CFH INFORMATION.

* PROJECT NAME:                                                                 

* APPLICANT NAME:                                                              

* PHONE NUMBER:                                                                

* PROPERTY ADDRESS:                                                         

                                                                                           

* NEW PIPE LINE INFORMATION:

          ABOVE GROUND

          BELOW GROUND

          PIPE BURIED DEPTH =                         

          TRACER WIRE GAUGE =                       

          TOTAL PIPE LENGTH =                         
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APPLIANCE EQUIPMENT
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